


Horizontal Directional 

Drill (HDD) Machine 

Technical Specifications 
Dimensions & Weights 

Length 10430 mm 
Width 2600 mm 
Height 2850 mm 
Weight (without drill pipe) 50596 lbs (22950 kg) 
Weight (with drill pipe) 54454 lbs (24700 kg) 
Travelling Speed 2.4 km/ hour 
Engine 

Make & Model Ashok Leyland 
AL 8NTIDG3 
Tier Ill 

Fuel Type Diesel 
Maximum Engine Speed 2200 RPM 
Number of Cylinders 6 Cylinders with Turbo Charged 
Horse-Power Rating 303 HP 
Maximum Torque 1200 Nm@1400 RPM 
Drill Pipe 

Length 6096 mm ( 6  m) 
Weight (Each Pipe) 150 kg 
Rod Box Capacity 12 Pieces 
Minimum Bend Radius 60.2 m 
Pipe Diameter 111.5mm 
Water Pump System 

Flow 
I 760LPM

Pressure : 1000PSI 

Apollo Techno International FZCO 

A1200;f HDD 
with Operator Cabin 

Technical Parameter 

Maximum Spindle Speed 82 RPM 
Maximum Spindle Torque 23700 Nm 
Minimum Bore Diameter 3.5" 
Thrust Force 135597.52 lbs (61506 kg) 
Pull-Back Force 135597.52 lbs (61506 kg) 
Features 

Electrical System 24 V 
Drilling Lights YES 
Operator Cabin (Optional) YES (AC Cabin) 
Stake-Down System 
(Auto-Anchoring) OPTIO NAL 

Rack-Pinion System Double 
Rod-Loader System YES 
Hydraulic Systems 

Auxiliary Pump Relief Pressure 3000 PSI 
Thrust/ Pull-Back Pump Relief Pressure 6000 PSI 
Rotational Pump 6000 PSI 
Relief Pressure 
Fluid Capacities 

Engine Oil Capacity 25 L 
Diesel Tank Capacity 250 L 
Hydraulic Oil Tank Capacity 440 L 

© ApolloTechno Industries Pvt. Ltd. can change specifications without any prior notice. 
Accessories shown with product may optional and not a part of standard supply. 
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